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Description
RF Coupler – Model C5263 – Dual Directional Coupler is a High Power design. The unit operates with 50 dB Coupling, covers the full 80-220 MHz band rated at 3,000 W CW. RF Coupler – Model C5263 supports military and commercial applications and operates with less than 0.1 dB of Insertion Loss and better than ± 0.5 dB of Coupling Flatness. The unit is available with a variety of mainline and coupled port connectors. Werlatone Directional Couplers are broadband Dual, Uni, and Bi-Directional. Above all, our high power designs tolerate the most harsh operating conditions associated with military and EMC testing environments. 

Additional information
	Coupling (dB)	50

	Start Frequency (MHz)	80

	Stop Frequency (MHz)	220

	Power (Watts CW)	3000

	Type	DUAL

	Flatness ( +/- dB)	0.5

	Insertion Loss (dB)	0.1

	VSWR	1.10:1

	Directivity (dB)	20

	Size (inches)	3.0 x 3.0 x 1.09



Related products
	Model	Docs	Coupling	Type	Frequency 
(MHz)	Power 
(Watts CW)	Insertion Loss 
(dB)	VSWR 
(ML)	Directivity 
(dB)	Size 
(Inches)	Interface
Conn/Non-Сonn
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	40	DUAL	80 - 1000	200	0.2	1.20:1	20	3.0 x 3.0 x 1.09	Connectorized
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	40	DUAL	80 - 1000	500	0.2	1.10:1	20	3.0 x 3.0 x 1.09	Connectorized
	C8059	[image: C8059]
[image: C8059]



	40	DUAL	80 - 1000	1000	0.2	1.20:1	20	6.0 x 3.0 x 1.09	Connectorized
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	50	DUAL	80 - 1000	1500	0.1	1.20:1	20	3.0 x 3.0 x 1.09	Connectorized
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	60	DUAL	80 - 1000	2000	0.1	1.30:1	20	3.0 x 3.0 x 1.59	Connectorized
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	60	DUAL	80 - 1000	2000	0.2	1.30:1	20	6" Line Section	Connectorized
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	50	DUAL	80 - 1000	2500	0.1	1.20:1	20	3.0 x 3.0 x 1.09	Connectorized
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	60	DUAL	80 - 1000	2500	0.1	1.30:1	20	3.0 x 3.0 x 1.59	Connectorized
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	60	DUAL	80 - 1000	3000	0.2	1.25:1	20	8" Line Section	Connectorized
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	60	DUAL	80 - 1000	5000	0.2	1.25:1	20	6" Line Section	Connectorized
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Become a registered user
 Werlatone.com now offers Registered Users access to a variety of technical documents in support of their design efforts. These documents include:
  S-Parameter Data 
  STEP Files 
  DXF Files 
  3D Images 
 A Registered User can also save a Customized Search, as well as access RFQ History and previously downloaded documents.
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